
Screw with flange; head : ball,
M2.5X5

The screw with flange and ball head, type M2.5X5, is characterised by its
robust steel construction and zinc coating. It has a head diameter of 6.5
mm and a length of 5 mm and offers a high level of compatibility thanks to
the Phillips drive

Product number BN4825
Weight 0.001kg

Product description
Screw with flange, head: ball, M2.5X5

Discover the M2.5X5 screw with flange and ball head for your assembly work. Made from robust steel and with a zinc
coating, it guarantees durability and corrosion resistance. The Phillips drive also ensures easy handling so that you
have secure and stable connections in all your projects.

Features at a glance

Type: Screw with flange - Provides increased bearing surface that enables better load distribution
Head shape: Ball - Enables efficient torque transmission.
Drive type: Phillips - Compatible with PH1 screwdrivers.

Technical data

Fastener type: Screw
Version: with flange
Thread: M 2.5
Length: 5 mm
Type of head: Ball
Drive type: Phillips
Material: Steel
Coating material: Zinc
Head height: 2.3 mm
Slot size: PH1
Head diameter: 6.5 mm

Scope of delivery

1 x screw with flange, head: ball, M2.5X5
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Product properties
Gross Weight (kg) 0.001
Country of Origin Poland
Product ID BN4825
Brand Bossard
Zolltarifnummer 73181900
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